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scientific  knowledge,  policies,  or  practices. 
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^TILTING    SQUE 
for    sheep 


Plan  No.  6006 

(/  -  SHEET) 


This  sheep-tilting  squeeze  consists  of  separate  com- 
ponent parts.  These  are  the  top  panel  frame,  the  back 
panel  frame,  the  base  frame,  the  squeeze  panel,  and 
the  chute  gate. 

Standard-size  pipe  is  used  for  the  framing.  The  top 
panel  frame  is  adjustable  for  sliding  up  and  down  as 
required. 

It  is  possible  to  turn  the  squeeze  so  that  the  sheep 
will  be  on  its  back.  While  this  is  being  done,  the  animal 
should  be  carefully  observed  as  a  sheep  sometimes  has 
trouble  breathing  when  on  its  back. 


A  large-scale  working  drawing  may  be  obtained  from  the 
extension  agricultural  engineer  at  your  State  university.  There 
may  be  a  small  charge  to  corer  cost  of  printing. 

ORDER  PLAN  NO.  6006,  TILTING  SQUEEZE  FOR  SHEEP 

If  you  do  not  know  the  location  of  your  State  university, 
send  your  request  to  Agricultural  Engineer,  Federal  Extension 
Service.  I  .S.  Department  of  Agriculture,  Washington.  D.C. 
20250.  He  will  forward  your  request  to  the  correct  university. 

Woihlngfon.  D.C. 


Materials  List 
(Allowance  made  for  cuts) 
Pipe  diameter  and  length: 

%"  x  34" 

Y,"  x  16' 

Va"  x  21'  plus  20"  piece 

1"  x  16' 

1*4"  x  17' 
Flat  bars: 

V,"  x  3/,"  x  14" 

•A"  x\"  x  20" 

%"x2"x31" 
Round  rods: 

7/i6 "  x  60" 

54"  x  90" 
Angle  iron:  V."  x  %"  x  '/>"  x  73" 
Carriage  bolts: 

6  -  '/«"  x  214" 

6-  Va"  xTA" 

8  -  7«"x2" 

20  -  Va"  lock  washers 
Machine  bolts: 

2  -  5/,6"  x  2"  for  top  panel  frame 

2  -  Vi,"  x  2'/j"  for  squeeze 

3  -  Vi«"  x  2"  for  base  frame  and  squeeze 
1  -  s/i6"  x  3"  for  squeeze  panel 

Sheet,  Vi"  exterior  plywood  4'  x  8'  size 
The  lock   is  a   multiple  disk  clutch   used  on  wood  clamps.  To 
obtain  this  clutch,  it  is  necessary  to  buy  a  complete  clamp  assem- 
bly for   '/.-inch  pipe.  The  clutch  part  probably  cannot  be  bought 
separately. 
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